(b) Carefully draw the wave (y versus x) at t = 0, and at t = 1/400 sec.
(c) Find the maximum transverse speed of any mass element of the string.
(d) Suppose that you clamp the string at two points L cm apart and you observe a standing wave of the
same wavelength as in part (a). For what values of L less than 10 cm is this possible?
Problem 8.5
Standing waves on a string.
The equation of a transverse standing wave on a string is given by
arc in em, and t in seconds.

y =

0.3 (sin3x) (oos1200t) where

y

and x

(a) What is the wavelength, wave number, frequency, and period, of this wave?

(b) Carefully draw the wave (y versus x) at t = 0, at t = 1.31

X

10-3 sec, and at t = 2.62

X

10-3 sec.

(c) What is the maximum transverse speed?
(d) What is the speed of propagation (of a transverse disturbance) along the string?
Problem 8.6
Distance sensing with sound.
A bat can sense its distance from the wall of a cave (or whatever) by emitting a sharp ultrasonic pulse that
reflects off the wall. The bat can tell the distance from the time the echo takes to return.

(a) Ifa bat is to determine the distance to a wall 8m away with an error ofless than ±0.2m, how accurately
must it sense the time interval between emission and return of the pulse?
(b) Suppose that a bat flies into a cave filled with methane (swamp gas). By what factor will this gas
distort the bat's perception of distances? At 20° C, the speed of sound in methane is 432 m/s.
Problem 8.7
Design a flute.
A flute can be regarded as a tube open at both ends. It will emit a musical note if the flutist excites a
standing wave in the alr column inside the tube.

(a) The lowest musical note that can be played on a flute is C (261.7Hz). What must be the length ofthe
tube? Assume that the air column is vibrating in its fundamental mode.
(b) In order to produce higher musical notes, the flutist opens valves along the tube. Since the holes in
these valves are large, an open valve has the same effect as shortening the tube. The flutist opens one
valve to play C#, two valves to play D, etc. Calculate the successive spacing between the valves of
a flute for one complete octave. (The actual spacings used on flutes differ slightly from the results of
this simple theoretical evaluation because the mouth cavity of the flutist affects the frequency.)
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